
428

Po
w

er
 C

ab
le

s

K
er

m
an

 &
 K

av
ia

n 
C

ab
le

 In
du

st
rie

s (
 K

C
I )

KCIKCIKCIKCI

Wire Size  Conductor / Insulated 
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mm2 mm mm  Kg/Km meter

1.5 0.7 3.0 22 100

2.5 0.8 3.7 34 100

4 0.8 4.2 51 100

6 0.8 4.8 72 100

10 1.0 6.6 133 100

16 1.0 7.6 182 1000

25 1.2 9.4 296 1000

35 1.2 11.2 418 1000

50 1.4 12.8 548 1000

70 1.4 14.8 759 1000

95 1.6 16.4 996 1000

120 1.6 18.8 1,350 1000

150 1.8 21.5 1,574 1000

185 2.0 23.3 2,060 1000

240 2.2 26.3 2,497 500

Conductor Plain annealed copper conductor class 5

Insulation 
(70oC) PVC insulation type TI 1 / PVC type C
(90oC) PVC insulation  PVC type E 

NYAF

These wires are used in internal wiring for power and lighting with flexible 
conductors and are manufactured in acc. with   BS 6004 (1995) Table 1.C	
Similar to IEC (227) 02 and VDE Standard type NYAF
Flexible (class 5):                     H07V-K

450/750 V (60227 IEC 02) Max.Conductor Temperature 70oC

IEC 60227   450/750 V

Flexible 7.5 x O.D+70 oC IEC 60332-1
+90 oC
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mm2 mm mm  Kg/Km meter

Generally as  IEC or BSI 

300 mm2 2.4 29.6 3,115 500

400 mm2 2.6 33.6 4,087 500

300/500 V (60227 IEC 06)

0.5 mm2 0.6 2.2 9 100

0.75 mm2 0.6 2.4 12 100

1 mm2 0.6 2.5 15 100

NYAF

Wire Size  Conductor / Insulated 
Wire Dia
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mm2 mm mm  Kg/Km meter

0.5 0.6 2.2 9 100

0.75 0.6 2.4 12 100

1 0.6 2.5 15 100

1.5 0.7 3.0 21 100

2.5 0.8 3.7 34 100

BS 6004 Table 11-b rows 3-8

4 0.8 4.2 51 100

6 0.8 4.8 72 100

10 1.0 6.6 133 1000

16 1.0 7.6 193 1000

25 1.2 9.4 276 1000

35 1.2 11.2 380 1000

300/500 V (60227 IEC 08) Max.Conductor Temperature 90oC

IEC 60227   300/500 V
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