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Conductor Plain annealed copper conductor 
class 1 (re) or class 2 (rm)

Colors for core identification :			 
Twin      :      blue & brown			 
3-core   :      (green/yellow or grey) & blue & brown			 
4-core   :      (green/yellow or grey)  & black & brown & blue		
5-core   :      green/yellow & black & brown & grey & blue

Insulation PVC insulation type TI 1 / PVC type C
Filler Extruded PVC
Over-Sheath PVC sheath type TM 1 / PVC type ST4

NYM

Nominal cross section area of 
conductor

In
su

la
tio

n 
T

hi
ck

ne
ss

Sh
ea

th
 th

ic
kn

es
s

O
ve

ra
ll 

D
ia

m
et

er

W
ei

gh
t

St
an

da
rd

 
Pa

ck
in

g 
L

en
gt

h

mm2 mm mm mm  Kg/Km meter

2x1.5 re 0.7 1.2 8.8 120 1000

2x1.5 rm 0.7 1.2 9.2 131 1000

2x2.5 re 0.8 1.2 10.0 164 1000

2x2.5 rm 0.8 1.2 10.4 177 1000

2x4 re 0.8 1.2 10.9 213 1000

2x4 rm 0.8 1.2 11.5 232 1000

2x6 re 0.8 1.2 11.9 274 1000

2x6 rm 0.8 1.2 12.6 298 1000

2x10 re 1.0 1.4 15.1 446 1000

2x10 rm 1.0 1.4 16.1 492 1000

2x16 rm 1.0 1.4 18.2 678 1000

2x25  rm 1.2 1.4 22.0 1,061 1000

2x35  rm 1.2 1.6 24.0 1,319 1000

These cables are used in internal wiring for power and lighting buildings and are 
manufactured in acc. with   BS 6004 (1995) Table 3				  
Similar to IEC (227) 10 and VDE Standard type NYM

300/500 V (60227 IEC 10) Max.Conductor Temperature 70oC

IEC 60227   300/500 V

10 x O.D+70 oC IEC 60332-1


