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Construction :
 Conductor Solid plain annealed copper  0.4,0.5 mm 
Earth wire  Bare copper wire ( optional )
Insulation PVC type TI 1
Sheath PVC  type TM 1 or type 6
Color Code:
2 Core   : White - Blue
3 Core   : White - Blue - Orange
4 Core   : White - Blue - Orange - Green
6 Core   : White - Blue - Orange - Green - Brown - Gray

8 Core   : White - Blue - Orange - Green - Brown - Gray - 
Red - Black

10 Core : White - Blue - Orange - Green - Brown - Gray - 
Red - Black - Yellow - Violet

12 Core : White - Blue - Orange - Green - Brown - Gray - 
Red - Black - Yellow - Violet - Pink - Turquoise

Aiphone Cable

Number of Cores x Conductor 
Diameter
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mm mm mm  Kg/Km meter

2x0.4 0.4 2.3 9 250

4x0.4 0.4 2.6 13 250

6x0.4 0.5 3.2 19 250

8x0.4 0.5 3.7 23 250

10x0.4 0.5 4.0 27 250

12x0.4 0.5 4.1 31 250

2x0.5 0.4 2.6 10 250

4x0.5 0.4 3.0 16 250

6x0.5 0.5 3.7 24 250

8x0.5 0.5 4.0 29 250

10x0.5 0.5 4.6 36 250

12x0.5 0.5 4.7 41 250

These cables are used for internal wiring for interphone systems in buildings.


