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A-2Y(St)2Y

Construction :
 Conductor Solid plain (or Tinned) annealed copper
Insulation HDPE 

Static screen Polyester Tape +  Drain Wire(Tinned Copper ) 
+Al.Polyester Tape

Sheath Black LDPE
Color Code: as IEC 60708

These cables are used for telephone and signal transmission for permanent
laying on or under plaster ,  outdoor . They are manufactured generally in acc. 
with IEC 60708 similar to VDE 0816
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mm mm mm  Kg/Km meter

20x2x0.4 1.4 9.1 95 1000

30x2x0.4 1.4 11.0 138 1000

40x2x0.4 1.4 12.2 175 1000

50x2x0.4 1.4 12.7 202 1000

70x2x0.4 1.8 16.1 302 1000

20x2x0.5 1.4 10.4 132 1000

30x2x0.5 1.4 12.0 132 1000

40x2x0.5 1.4 13.4 237 1000

50x2x0.5 1.8 15.5 310 1000

60x2x0.5 1.6 16.1 347 1000

20x2x0.6 1.4 12.0 182 1000

30x2x0.6 1.6 14.4 264 1000

40x2x0.6 1.8 16.6 348 1000

50x2x0.6 1.8 18.8 433 1000

60x2x0.6 1.8 19.4 502 1000

70x2x0.6 1.8 20.7 575 1000

20-200 pairs Generally as IEC 60708
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mm mm mm  Kg/Km meter

20x2x0.8 1.8 15.2 309 1000

30x2x0.8 1.8 17.8 436 1000

40x2x0.8 1.8 19.9 563 1000

50x2x0.8 1.9 22.2 706 1000

60x2x0.8 2.0 24.1 837 1000

70x2x0.8 2.0 25.6 959 1000

20x2x0.9 1.7 15.8 362 1000

30x2x0.9 1.8 18.7 523 1000

40x2x0.9 1.8 21.1 676 1000

50x2x0.9 1.9 23.5 850 1000

70x2x0.9 2.0 27.2 1,159 500
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100x2x0.4 1.8 17.4 390 1000

200x2x0.4 2.0 24.9 769 500

100x2x0.5 1.9 20.5 347 1000

100x2x0.6 2.0 24.4 811 1000

200x2x0.6 2.2 33.0 1,536 1000

100x2x0.8 2.2 30.3 1,356 500

100x2x0.9 2.2 32.1 1,641 500

20-200 pairs Generally as IEC 60708
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